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JF30 JF40

Dimensions Dimensions

Technical Information Technical InformationLoad Chart Load Chart

Max. Outrigger Load Max. Outrigger LoadMax. Track Load Max. Track Load

1050 kg 1300 kg0.32 kg/cm2 0.35 kg/cm2325° / 1.0 rpm 337° / 1.0 rpm

Rotation Rotation

1.5 - 4.7 m 1.6 - 5.8 m0° / 70° 0° / 70°30 sec. 30 sec.25 sec. 25 sec.

Working Angle Working AngleElectric Power Pack Electric Power PackBoom Length Boom Length

2kW - 2.7 Hp
220 V-AC

2kW - 2.7 Hp
220 V-AC
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2540 x 780 x 1830 mm 2490 x 780 x 1850 mm

3370 X 3370 mm 4000 X 4000 mm

Kg Kg

1400 1600

12 12

13

10
9

D
im

en
si

on

D
im

en
si

on

St
ab

. A
re

a

St
ab

. A
re

a

Cr
an

e 
&

 O
pt

io
ns

 W
ei

gh
ts

Cr
an

e 
&

 O
pt

io
ns

 W
ei

gh
ts

Sp
ee

d

Sp
ee

d

G
ra

de
ab

ili
ty

G
ra

de
ab

ili
ty

JIB N

JIB P
JIB P

TF0500 TF0500

JF30 JF40

2.4 km/h 2.4 km/h

20° 20°

YAMAHA
MZ 360

YAMAHA
MZ 360

Petrol
Engine

Petrol
EngineJF

30
W

in
ch

W
in

ch
JF

40

7.6 kW
10.4 Hp  

7.6 kW
10.4 Hp  

23 45 6 7 8 m10

1

2

3

4

5

6

7

8

1

2

3

4

5

6

7

8

9

P

4523

1060

2495

22,5°

22,5°

780

4706

4524

4005

18
50

62
0

24
55

40
05

23 45 6 7 8 m1

1

2

3

4

5

6

7

8

1

2

3

4

5

6

7

8

9

0

N P

4523

500 kg
36 m - Ø 6 mm
27-35 m/min.

500 kg
36 m - Ø 6 mm
27-33 m/min.
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P: manual extensionN&P: manual extensions


