
± 5°
2,9 m - 7,0 m /  25 sek.

MPK50 3450

Abnehmbares 
Gewicht

1000

5000 kg

7,0 m

7,5 m

1850 kg

4,0 km/h

1200 mm

20°

MPK50

Inklusive Frontstütze

3176 x 1200 x 1730 mm

48 V / 620 Ah / 12 kW / 16,1 PS

-10°/65° / 25 sek.

4450 kg

2600 kg
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MPK50 – OVERALL DIMENSIONS  
 

 
 
 
MPK50 - Stabilizing bar 
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MPK50 – OVERALL DIMENSIONS  
 

 
 
 
MPK50 - Stabilizing bar 
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HOIST PERFORMANCE 
 

Layer 
Max Line Pull Normal Line Speed High Line Speed 

kg m/min m/min 
1 1.491 (*) 34,4 N/A 
2 1.377 (*) 37,5 N/A 
3 1.281 (*) 40,6 N/A 
4 1.172 (*) 42,8 N/A 
5 1.100(*) 45,1 N/A 

(*) 1000kg  LMI limited 
 

 

Wire Rope 
Diameter Tot. Length Max Load 

mm m kg 
19x7 right lang lay 

Non rotating 
8 60 5.435 

 
 
 

HOOK BLOCK 
 

LOAD No. of 
kg Sheaves Lines 

5.000 3 5 
4.000 2 4 
3.000 2 3 
2.000 1 2 
1.000  1 

 

BOOM HEAD CONFIGURATIONS 

 
 
 
 

Räder

1000 kg

± 5°

Hauptausleger
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MPK50 MAIN BOOM 
Wheels 

 

 
 
 
 
 
 

kg 

Konfiguration Auslegerkopf

Haken / Winde



MPK50 
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MPK50 MAIN BOOM 
 Stabilizing bar 

 

 
 
 
 
 

kg 

Hauptausleger mit Frontabstützung

1000 kg

± 5°

Haken / Winde

Frontabstützung



JIB 1800-700.2M Kurz
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MPK50 JIB1800-700.2M Short 
Wheels 

 

 
 
 
 
 
 
 

kg 
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MPK50 JIB1800-700.2M Short 
Stabilizing bar 

 

 
 
 
 
 
 
 

kg 

Frontabstützung

Räder

1000 kg

± 5°

Haken / Winde



MPK50

JIB 1800-700.2M Lang
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MPK50 JIB1800-700.2M Long 
Wheels 

 

 
 
 
 
 
 
 
 
 
 

kg 
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MPK50 JIB1800-700.2M Long 
Stabilizing bar 

 

 
 
 
 
 
 
 
 
 
 

kg 

Räder

1000 kg

± 5°

Frontabstützung

Räder

1000 kg

± 5°

Haken / Winde





 
21 

ACCESSORIES FEATURES 

JIB1800-700.2M 
Short configuration 

 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 

 
 
 
 

  
kg 

 
 

 30 
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JIB1800-700.2M 
Short configuration 

 
 

 
 
 
 
 
 

  
kg 

 
 

 30+20 

JIB1800-700.2M Kurz Konfigurationen
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ACCESSORIES FEATURES 

JIB1800-700.2M 
Short configuration 
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ACCESSORIES FEATURES 

JIB1800-700.2M 
Short configuration 
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ACCESSORIES FEATURES 

JIB1800-700.2M 
Short configuration 
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JIB1800-700.2M 
Short configuration 
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JIB1800-700.2M 
Short configuration 
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 30+20 
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JIB1800-700.2M 
Short configuration 

 
 

 
 
 
 
 
 

  
kg 

 
 

 30+20 

1800 kg
1800 kg

700 kg
700 kg


